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ABSTRAK 

Simpang Gerdon merupakan simpang bersinyal dengan pengaturan pengendalian 

lalu lintas menggunakan 4 fase dengan tipe simpang adalah 422 yang terletak di 

Kecamatan Pacitan yang termasuk dalam kawasan pusat Kabupaten Pacitan. 

Tujuan penelitian ini adalah untuk menganalisis kinerja Simpang Gerdon dalam 

kondisi saat ini serta memberikan alternatif usulan pemecahan masalah. 

Pengambilan data didasarkan pada data sekunder dan metode yang digunakan 

pada analisis kinerja simpang ini adalah Pedoman Kapasitas Jalan Indonesia 2023.  

Berdasarkan hasil penelitian pada Simpang Gerdon, diketahui waktu siklus pada 

Simpang Gerdon yaitu sebesar 81 detik. Dengan derajat kejenuhan rata-rata 0,36, 

Panjang antrian rata-rata yaitu sebesar 12,1 meter dan Tundaan rata-rata simpang 

sebesar 33,7 det/SMP sehingga tingkat pelayanan simpang adalah D. Untuk 

meningkatkan kinerja Simpang Gerdon, dilakukan usulan perbaikan dengan 

perubahan fase. Dari beberapa usulan yang dibuat, rekomendasi usulan II dengan 

perubahan fase sinyal menjadi 2 fase yang didasarkan karena penurunan tundaan 

rata-rata tertinggi sebesar 63% yaitu 21,3 det/SMP dengan tingkat pelayanan 

simpang adalah B.  

 

Kata Kunci: Simpang Bersinyal, Waktu Siklus, Derajat Kejenuhan, Panjang       

Antrian, Tundaan 
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ABSTRACT 

The Gerdon intersection is a signalized intersection with traffic control  

arrangements using 4 phases with the intersection type being 422 which is located 

in Pacitan District which is included in the central area of Pacitan Regency. The 

aim of this research is to analyze the performance of Simpang Gerdon in its current 

conditions and provide alternative problem solving suggestions. Data collection is 

based on secondary data and the method used to analyze the performance of this 

intersection is the 2023 Indonesian Road Capacity Guidelines. 

Based on the results of research at Simpang Gerdon, it is known that the cycle 

time at Simpang Gerdon is 81 seconds. With an average degree of saturation of 

0.36, the average queue length is 12.1 meters and the average intersection delay 

is 33.7 sec/SMP so that the level of service at the intersection is D. To improve the 

performance of the Gerdon Intersection, improvements are proposed. with phase 

changes. Of the several proposals made, the recommendation for proposal II is to 

change the signal phase to 2 phases based on the highest average delay reduction 

of 63%, namely 21,3 sec/SMP with an intersection service level of B. 

 

Keywords: Signalized intersection, cycle time, degree of saturation, queue length, 

delay 
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